
CERTIFICATION OF INERTING OR PURGING OF REMOVED 
UNDERGROUND GASOLINE TANK 

Maine Department of Environmental Protection 
17 State House Station 

Augusta, ME  04333-0017 

The completed form or its equivalent must be carried by the driver of the 
truck transporting this tank and is subject to inspection by the Maine State 
Police.  We encourage you to retain this form for your own records. 

Facility Name and Address Where Tank was Removed 
________________________________________________________________ 
________________________________________________________________ 
________________________________________________________________ 
 
Maine DEP Facility Registration Number:  _______________ 
 
Tank has been (complete for either inerting or purging, as appropriate): 

 
 Inerted in accordance with Sections 4.3.3 or 4.3.4. of American Petroleum 

Institute Recommended Practice 1604.  Document oxygen monitoring in 
the table below: 

Probe Placement % oxygen Date Time 
Bottom of tank    
Middle of tank    
Top of tank    

NOTE:  In order to be inert, all oxygen readings must be less than 6% 
oxygen. 

 Purged in accordance with Section 4.3.5 of American Petroleum Institute 
Recommended Practice 1604.  Document monitoring in the table below. 

Probe placement % LEL % oxygen Date Time 
Bottom of tank     
Middle of tank     
Top of tank     

NOTE:  In order to be purged, all combustible gas indicator readings must be less 
than 10% LEL and all oxygen readings must be greater than 14% oxygen. 

Certification 
I certify the tank being transported with this form has been inerted or purged to 
comply with 49 CFR §§172.101 – 102 and 06-096 CMR c. 691 Appendix J 
paragraph 5, subparagraphs (a), (b), or (c). 
 
______________________________________________ Date:_________________ 
[Signed] Certified Tank Installer  
Certificate number of Installer: ___________________ 
 


